
















The Model 3000 Pull Type planter is available in various configurations and row spacings. Double Frame® Conversion 
Packages, Liquid Fertilizer Packages, Dry Fertilizer Packages and Interplant® Packages are also available.

GENERAL INFORMATION

The information used in this manual was current at the time of printing. However, due to KINZE’s ongoing product 
improvement, production changes may cause your machine to appear slightly different in detail. KINZE Manufacturing, 
Inc. reserves the right to change specifications or design without notice and without incurring obligation to install the 
same on machines previously manufactured.

Right hand (R.H.) and left hand (L.H.), as used throughout this manual, are determined by facing in the direction the 
machine will travel when in use, unless otherwise stated.

D06119901b

Shown With Interplant® Package Installed

        

Shown With Double Frame® Conversion, Interplant® 
And Liquid Fertilizer Packages Installed
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SPECIFICATIONS

BASE MACHINE TYPE - Pull Type (Rigid  Frame)

SEED METER TYPE - Mechanical Seed Metering System

PLANTING UNIT TYPES - Push And Pull Row Units

ROW SPACING		 Standard				    Interplant   Package
			   4 Row Narrow - 30" Rows		  7 - 15" Rows
			   4 Row Wide - 36" Or 38" Rows		  7 - 18" Or 19" Rows
			   6 Row Narrow - 30" Rows		  11 - 15" Rows
			   6 Row Wide - 36" Or 38" Rows		  11 - 18" Or 19" Rows
			   8 Row Narrow - 30" Rows		  15 - 15" Rows

DRIVE SYSTEM	 - 4.10" x 6" Spring-Loaded Contact Drive Tire(s) With No. 40 Chain 
	   (One Drive Tire On 4 Row Planters And Two On 6 And 8 Row Planters) 
	 - Quick-Adjust End Mounted Seed Transmission With Machined Sprockets
	 -  ⅞" Hex Drive And Drill Shafts
	
TRANSPORT TIRES	 - Two 7.50" x 20" Transport Tires On 4 Row And Four On 6 And 8 Row
	 - Adjustable Height Wheels Allow For Ridge Planting

TYPE LIFT	 - Master/Slave Hydraulics
	 - 2 Master/Slave Rephasing Cylinders On 4 Row Planters
	 - 2 Master/Slave Rephasing Cylinders And 2 Assist Cylinders On 6 And 8 Row Planters

ROW MARKERS - Heavy Duty Conventional Markers On 4 Row Narrow/Wide And 6 Row Narrow Planters
		     - Two-Fold Low Profile Markers On 6 Row Wide And 8 Row Narrow Planters

HYDRAULICS	 - Standard Single SCV
	 - Optional Dual SCV For Independent Operation Of Lift And Markers
	 - Hydraulic Sequence Valve With Flow Controls Allows Alternating Marker Operation And Marker 
		   Speed Adjustment
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SPECIFICATIONS

Dimensions/Operating

PLANTER SIZE	 4 Row 30"	 4 Row 36"/38"	 6 Row 30"	 6 Row 36"/38"	 8 Row 30"

Width		  12' 8"	 14' 8"	 17' 8"	 20' 2"	 21' 10"

Single Frame Length	 11' 4"	 11' 4"	 11' 4"	 11' 4"	 11' 4"

Double Frame® Length	 13' 10"	 13' 10"	 13' 10"	 13' 10"	 13' 10"

*Single Frame Weight	 2130 lbs.	 2220 lbs.	 3386 lbs.	 3670 lbs.	 4778 lbs.

*Double Frame® Weight	 2540 lbs.	 2668 lbs.	 3968 lbs.	 4320 lbs.	 5512 lbs.

* Base machine weights include planter frame including row markers, drive components, tires and wheels, hydraulic 
cylinders, transport safety chain and KINZE® pull row units (closing wheel arms less wheels) with seed hopper and 
lid and dual quick adjustable down force springs. 

MACHINE OPTIONS 	
	 • Double Frame® Conversion Package
	 • Electronic Seed Monitors 
		  KPM I
		  KPM II Stack-Mode With Magnetic Distance Sensor Or Radar Distance Sensor
		  KPM III With Magnetic Distance Sensor Or Radar Distance Sensor
	 • Dual Valve Conversion Package
	 • Half Rate (2 To 1) Drive Reduction Package 
	 • Interplant® Package
	 • Liquid Fertilizer With Fertilizer Opener, Pump And Low Rate Check Valve Options 
	 • Dry Fertilizer With Fertilizer Opener Options 

ROW UNIT OPTIONS/ATTACHMENTS
	 • Finger Pickup Or Brush-Type Seed Meters
	 • Closing Options
		  Rubber “V” Closing Wheels
		  Cast Iron “V” Closing Wheels
		  Covering Discs/Single Press Wheel
		  Drag Closing Attachment
	 • Granular Chemical Application
	 • Hopper Panel Extension Package
	 • Spring Tooth Incorporator
	 • Row Unit Extension Bracket
	 • Row Unit Mounted No Till Coulter
	 • Coulter Mounted Residue Wheels
	 • Row Unit Mounted Disc Furrowers
	 • Row Unit Mounted Bed Leveler
	 • Row Unit Mounted Residue Wheel
	 • Frame Mounted Coulter 
	 • Residue Wheel Attachment For Frame Mounted Coulter
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SAFETY PRECAUTIONS

Be aware of bystanders, particularly 
children!  Always look around to make 
sure it is safe to start the engine of the 
towing vehicle or move the planter.  This 
is particularly important with higher noise 
levels and quiet cabs, as you may not hear 
people shouting.

Lift Cylinder Safety Lockup 

	
	 Always install all cylinder safety lockup  

devices before  transporting the planter.

Never work under the planter while in raised 
position without installing cylinder safety 
lockup devices.

Conventional Row Marker Lockup

Install safety lockup devices on row markers 
prior to transporting the planter or working 
around the unit. (If Applicable)

Watch for obstructions such as wires, tree 
limbs, etc. when folding row markers.

To avoid serious injury or death, care must 
be taken when operating row markers 
around overhead power lines.

Safe and careful operation of the tractor and planter at 
all times will contribute significantly to the prevention 
of accidents.

Since a large portion of farm accidents occur as a result 
of fatigue or carelessness, safety practices should be of 
utmost concern. Read and understand the instructions 
provided in this manual and on the warning signs. 
Review these instructions frequently!  Listed below are 
other safety suggestions that should become common 
practice.

Never allow the planter to be operated by 
anyone who is unfamiliar with the operation 
of all functions of the unit. All operators 
should read and thoroughly understand 
the instructions given in this manual prior 
to moving the unit.

Always keep hands, feet and clothing away 
from moving parts.  Do not wear loose- 
fitting clothing which may catch in moving 
parts.

Always wear protective clothing, substantial 
shoes and suitable hearing and eye sight 
protectors applicable for the situation.

Use a tractor equipped with a roll-over-
protective-system and fasten your seat belt 
prior to starting the engine.

Never permit any persons other than the 
operator to ride on the tractor.

Never ride on the planter or allow others 
to do so.

Do not allow anyone to stand between the 
tongue or hitch and the towing vehicle when 
backing up to the planter.

Always make sure there are no persons 
near the planter when row marker are in 
operation.
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SAFETY PRECAUTIONS

Before operating the planter for the first 
time and periodically thereafter, check to be 
sure the lug bolts on the transport wheels 
are tight. This is especially important if 
the planter is to be transported for a long 
distance.

Store the planter in an area away from 
human activity.  DO NOT permit children to 
play on or around the stored unit.

Make sure the parked machine is on a hard, 
level surface.  Wheel chocks may be needed 
to prevent unit from rolling.

This planter is designed to be DRIVEN 
BY GROUND TIRES ONLY. The use of 
aftermarket hydraulic, electric or PTO drives 
may create serious safety hazards to you 
and the people nearby. If you install such 
drives you must follow all appropriate safety 
standards and practices to protect you and 
others near this planter from injury.

This machine has been designed and built 
with your safety in mind. Do not make any 
alterations or changes to this machine. Any 
alteration to the design or construction may 
create safety hazards.

Rim and tire servicing can be dangerous. 
Explosive separation of a tire and rim parts 
can cause serious injury or death.

Agricultural chemicals used with this unit 
can be dangerous. Improper selection or 
use can seriously injure persons, animals, 
plants, soil and other property. BE SAFE:  
Select the right chemical for the job. Handle 
it with care. Follow the instructions on 
the container label and of the equipment 
manufacturer.

Good maintenance is your responsibility.  
Poor maintenance is an invitation to 
trouble.
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Limit towing speed to 15 MPH. Tow only 
with farm tractor of minimum 50 HP.

Always make sure safety/warning lights, 
reflectors/reflective decals and SMV sign 
are in place and visible prior to transporting 
the machine on public roads.  In this regard, 
check federal, state/provincial and local 
regulations.

Check to be sure all safety/warning lights 
are working properly before transporting 
the machine on public roads.

Always follow federal, state/provincial 
and local regulations regarding a safety 
chain when towing farm equipment on 
a public highway.  Only a safety chain 
(not an elastic or nylon/plastic tow strap) 
should be used to retain the connection 
between the towing and towed machines 
in the event of separation of the primary 
attaching system.

Allow for unit length when making turns.

Always drive at a safe speed relative to local 
conditions and ensure your speed is low 
enough for an emergency stop to be safe 
and secure.  Keep speed to a minimum.

Reduce speed prior to turns to avoid the 
risk of overturning.

Avoid sudden uphill turns on steep 
slopes.

Always keep the tractor in gear to provide 
engine braking when going downhill.  Do 
not coast.

Be a safe and courteous driver.  Always 
yield to oncoming traffic in all situations, 
including narrow bridges, intersections, 
etc.



SAFETY WARNING SIGNS
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Part No. GD2199 SMV Sign (Qty. 1)

		  Rev. 1/08

The “WARNING” signs illustrated on these pages are placed on the machine to warn of hazards. The warnings found 
on these signs are for your personal safety and the safety of those around you. OBSERVE THESE WARNINGS!

•	 Keep these signs clean so they can be readily observed. Wash with soap and water or cleaning solution 
as required.

•	 Replace “WARNING” signs should they become damaged, painted over or if they are missing.

•	 Check reflective decals and SMV sign periodically. Replace if they show loss of any of their reflective 
properties.

•	 When replacing decals, clean the machine surface thoroughly using soap and water or cleaning solution 
to remove all dirt and grease.

NOTE:  Style and locations of SMV sign, reflective decals and safety/warning lights conform to ANSI/ASAE 
S279.13 DEC2005 and ANSI/ASAE S276.6 JAN2005.
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Conventional Row Marker

Low Profile Row Marker	

Part No. G7100-42 (Qty. 4 - Two Per Row Marker)

Part No. G7100-259 Amber Reflective Decal Front 
(Qty. 2 - One Per Row Marker)
Part No. G7100-260 Orange Reflective Decal 
Inside Rear (Qty. 2 - One Per Row Marker)
Part No. G7100-258 Red Reflective Decal Outside 
Rear (Qty. 2 - One Per Row Marker)
(If Applicable)

Part No. G7100-42 (Qty. 4 - Two Per Row Marker)

Part No. G7100-259 Amber Reflective Decal Front 
(Qty. 2 - One Per Row Marker)
Part No. G7100-258 Red Reflective Decal Top 
Rear (Qty. 2 - One Per Row Marker)
Part No. G7100-260 Orange Reflective Decal Bot-
tom Rear (Qty. 2 - One Per Row Marker)
(If Applicable)
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SAFETY WARNING SIGNS
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(PLTR116f)

D062300102

Part No. G7100-258 Red Reflective Decal
(Qty. 2 - One Per Row Unit Located On The Granular 
Chemical Hopper Panel Extension On The Outside 
Row Unit On Each End Of The Planter) 
(If Applicable)

Part No. G7100-261 Red Reflective Decal
(Qty. 2 - One Per Row Unit Located On The Hopper 
Support On The Outside Row Unit On Each End 
Of The Planter) (If Applicable)

D062300102

Part No. G7100-260 Orange Reflective Decal
(Qty. 2 - One Per Row Unit Located On The 
Granular Chemical Hopper Panel Extension On 
The Second  Row Unit In On Each End Of The 
Planter) (If Applicable)

Part No. G7100-263 Orange Reflective Decal
(Qty. 2 - One Per Row Unit Located On The Hopper 
Support On The Second Row Unit In On Each End 
Of The Planter) (If Applicable)

D060800114 D060800114

NOTE: Exceptions to the above are 8 Row 30" planters. Red reflective decals are used on the first, third, sixth 
and eighth row units. Orange reflective decals are used on the second, fourth, fifth and seventh row units. 
(If Applicable)
		  Rev. 6/06



SAFETY WARNING SIGNS
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	 Part No. G7100-46 (Qty. 1)

	

	 D05170009a

					   

					   

	 Part No. G7100-302 (Qty. 1)

	 Part No. G7100-90 (Qty. 1)

							     
	 Part No. G7100-89 (Qty. 1 
	 Per Contact Wheel Assembly) 

							     
	 Part No. G7100-47 (Qty. 1 
	 Per Contact Wheel Assembly) 
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SAFETY WARNING SIGNS

	 5-5	

		  D06039901

								        Part No. G7100-115 (1 Per Row Unit - Located 
								        On Underside Of Granular Chemical Hopper Lid)

Part No. G7100-249 (Qty. 1 - Located On Interplant® 

Push Row Unit Lift Lever) 

D06099911

Part No. G7100-253 (Qty. 2 - Located On 
Interplant® Self-Leveling Hitch Extension)

D06079913

Part No. G7100-255 (Qty. 1 - Located On 
Interplant® Lift Cylinder Lockup)

WARNING

KEEP CLEAR
OF MECHANISM
AT ALL TIMES.

7100-253
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